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Appearance: blue 

Density: approx. 0,9 g/ml 

Dropping point: >200° C 

Temp. range of application: 0°C – max. 600°C 

EOSOL spotting pastes HTP are highly effective contrast agents for making workpiece support patterns visible and for checking 
mechanically machined surfaces. 

The consistency of the spotting paste and the special pigments incorporated allow easy checking of the machined workpieces. 
The even - or uneven - colour application or colour imprint makes it possible to check the accuracy of fit. 

EOSOL SPOTTING PASTE HTP 

(BLUE, covering) High temperature paste 
Cat.-No. 07431  

General application: 

• After sanding, the sanding residues are first removed. 

• Then the spotting paste is applied between the machined 
surfaces. 

• The surfaces are moved towards each other and then taken 
apart again. 

• No restrictions of the excellent sliding and lubricating properties 
at 600°C. 

Technical data 

 

Highly effective paste contrast agent 

Packaging units 

For checking machined 

metallic surfaces, identifying 

workpiece support patterns, 

checking mechanical 

machining, checking fitting 

accuracies. 

Application procedure 

(recommended) 

☒ Tin / 100, 250 ml    ☐ Metering bottle / ml    ☐ Spray bottle  / ml 

☐ Granulate / l    ☐ Metering pen / ml    ☒ Injection / 5, 10 ml 


